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Building to be 
remediated Information Gathering

Copies of the Destructive 
Testing (DT) report, any 
air testing reports and 
updates on WT issues 
from the school to be 
gathered by the Ministry.

Initial Assessment

The WRF form to be used 
by the Ministry to 
establish whether an 
inspection report is 
required.

Engage Building 
Surveyor

Ministry to engage a pre‐
briefed Building Surveyor.
Refer to WRP Guide #2 for 
the information required to 
facilitate a Remediation 
Inspection Report.

Inspection Report

WRP Review #1
Remediation Inspection 
Report undertaken by 
Building Surveyor and 
submitted for review by 
the WRP.
Use WDR form as 
transmittal sheet.

The Ministry’s chosen 
scope of works may include 
other factors such as 
seismic strengthening & 
learning environment 
upgrades etc.

Scope Finalisation

A suitably experienced 
design team to be 
engaged.
Can also occur at earlier 
stage.

Engage Design TeamPreliminary Design

WRP Review #2
Design documents 
including Design Report 
to be submitted for 
review by the WRP. 
Submission requirements 
as per WRP Guide #1.
Use WDR form as 
transmittal sheet.

Detailed DesignConsent Application / 
Reg. Pathway

Competent and suitably 
experienced contractor 
to be engaged.
Can also occur at earlier 
stage.

Contractor 
Procurement Construction

The Architect / Designer is 
required to undertake 
construction observation 
services.
QA inspections of the works 
are required to ensure 
compliance with the 
detailed design documents.

Completion Documents

Copies of QA inspections, 
meeting minutes, 
variations & certificates 
etc. to be held on file as 
per the Ministry’s QA 
Policy.

Remediated building

Document solutions for weathertightness failures

Address weathertightness failures Record of work done

The overall process is 
explained by WRP Guide 
#1.
The Ministry’s QA Policy 
provides an overview on 
all QA procedures.

WRP Review #3
Design documents 
including Design Report 
& QA Plan to be 
submitted for review by 
the WRP. 
Submission requirements 
as per WRP Guide #1.
Use WDR form as 
transmittal sheet.

Typically, a building 
consent application, but 
exemption pathways are 
also possible.

Identify weathertightness failures

Notes

All documents shown on this process 
map are available on the Ministry’s 
Weathertightness Remediation page for 
suppliers: 
www.education.govt.nz/suppliers
Information can also be accessed by 
emailing: 
 WT.Mailbox@education.govt.nz or
 WRP.Mailbox@education.govt.nz
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